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[% 981 / Surface

1971 / Surface

Diffuser Lens Options;

971 / Surface

pr Frosted / Clear Frosted / Clear Frosted / Clear
Accessories; 0.31” 0.57
0.27” .30” > 00mm ” Accessories; (14.50mm) .48”
Mounting Clips . Mounting Clips
0.63” 0.66” 0.66”
16.00mm (16.70mm) (16.70mm)
967 / Surface 961 / Surface

Diff I Opti
Frosted Flat or Arc
Clear Flat or Arc

Frosted Flat or Arc
Clear Flat or Arc

1961 / Surface

Frosted Flat or Arc
Clear Flat or Arc

66" 0.47” i ¥
o l 0.65” 040 0.50”
0_73” l— 0.73” —_
1955 / Surface 1951 / Surface = 1930 / Surface
Frosted Frosted Frosted
o 80” o 39” 0-80" 0 50” To 57”
Accessories: (20.30mm) (9.80mm) (20.30mm) (12.80mm) | Accessories: (!6.302:) (14.40mm)
Plastic End Caps = —— Plastic End Caps D e— Plastic End Caps
Mounting Clips 0.93 0.93” Mounting Clips } 1.31” |
(23.50mm) (23.50mm) (33.20mm)
964 / Corner 965 / Corner 975 / Surface
Diffuser Lens Options; Diffuser Lens Options;
Frosted Frosted / Clear F;osted

0.575”

0.64” v b oser
(16.30mm 0.69” zc?égr?m g'gfnm
Accessories; . Accessories;
Plasticl End Qaps Plastic End Caps Plastic End Caps ‘
Mounting Clips 0.64” 0.69". Mounting Channel - 0.80” -
(16.30mm) 17 70mm 20.30mm
2147 / Surface 411/ Surface 435 / Surface
/ Pendant
Frosted Frosted Diffuser Lens Options;
Frosted
1.14” —
29.00mm i
A N I—I t Accessories; (Jeﬁ)ﬁm)
Plastic End Caps 0.88 | Accessories: Metal End Cape.
Mounting Clips P Mounting Clips
Suspension Kit 44”7
Seromm)
455 / Surface 1100 / Surface 650 / Trimless
/ Pendant l; — / Pendant Mud-In
Diffuser Lens Options; I oo
i H . (23.91mm)
Frosted Diffuser Lens Options;
Frosted (15.29mm)
4.68”
!
A . (119mm) ”
Pl‘;‘;‘:'f‘csg:ffCaps 1.16” Plastic End Caps i
Mounting Clips (29.50mm) ?sifn: '
Suspension Kit T J T4
_ 3.97” =
E

* Length Availability 8ft (94”) - 10ft (118”)

%




1972 / Recessed 962 / Recessed 972 / Recessed
Diffuser Lens Options; Diffuser L ens Options; Diffuser Lens Options;
Frosted Frosted / Clear Frosted0 917
0.91” (24.'0mrr:; (23.00mm)
(23.00mm)
Accessories; 0.48 0.31” Accessories; 0.37 0.44 Accessories; (3'550',{;‘) 0.51”
. - 48” . . .37 ” 44" i : ” (13.00mm)
Plastic End Caps (g'sggm) D.48° (8.00mm) Plastic End Caps o ?z.gzm 11 20mm) I\P/:?)tsjtr;(t:l E;(é "Cpasps (gﬁgm)
0.66” 0.61” ”
(16.70mm) (15.50mm) (gtg)?nm)
1952 / Recessed — 1932 / Recessed 440 / Recessed
Frosted Frosted Frosted
1.20” 2.00”
(30.60mm) 1.59” (50.70mm)
— (40.30mm)

. 0.45” » 0.50” 0.57” ) 1.38”
Accessories; (11.30mm) (29,33802,") (12.80mm) Accessories; J.18" aeaonm | Accessories; (313_'1?{)?,"“) (85.00mm)
PIastlc_ End _Caps Plastic End Caps i Plastic End Caps
Mounting Clips 093" 1.31” Mounting Spring 1.43”

(23.50mm) (33.20mm) (36.30mm)
450 / Recessed = 1112 / Recessed 620 / Trimless
- | —— el I
Mud-In
Diffuser Lens Options; Diffuser Lens Options;
Frosted “ Frosted . .
stec Eﬂﬁ&&nﬁﬁﬂ&nﬁ.
(64.00mm) ' roste
L 4.44 - 2.84” (72.1mm)
# (1128mm) f « 1.26” (32.1mm) , "
57" 1.16” o
Accessories; (40.00mm) 23.80rmm) Accessories; ?3.7‘:-8 ’)’ 073 | 061" oo
Plastic End Caps Plastic End Caps T (18.5mm)  (15.5mm)
Mounting Spring LT. 47 I 3.9;” ™ | ‘ ’
(50.0(m (100.9mm) 0.93” (23.5mm)
635 / Trimless 655 / Trimless 858 / Round
Mud-In Mud-In
Diff ! Options:
3.45” 3.88” Frosted / Clear
(87.50mm) (98.60mm) N 1.02”
» 2.31” - -
| (;17.’5801'“) 4_‘ N £ (ss'gmm) y oiﬁ:;‘;mm)
Diffuser Lens Options; 0.61” F 0.73" Diffuser Lens Options; (0-51 ") 0.73”
Frosted (15.50mm) assomm) | | Frosted 15.50mm) (18.50mm) X
i Accessories;
' Plastic End Caps
1.44” 97”
(36.70mm) (50.00mm)
956 / Round 957 / Round 959 / Round
Diffuser Len tions;
Frosted / Clear Frosted / Clear
Frosted / Clear »
1.02 1 1 8”
” ~ (26mm) ™ .
. 0.60" _ (29.90mm)
(15.30mm) 0.86” (22mm) ,
1
Accessories; __ Accessories; Accessories; 0.74”
Plastic End Caps (2:5?717m) Plastic End Caps Plastic End Caps (18.9mm)
1 i
701 / Adjustable 702 / Adjustable 703 / Adjustable
Frosted / Clear Frosted / Clear Frosted / Clear
1.55” E ,
%} “—(39.40mm) @5 :
" 0.80” 1.12” .80” b
1.12” 20.50mm 28.50mm o 20.50mm 0.63
. 16.10mm
(28.5mm) A '
J 1.80” —1.18"—
45.70mm 30.00mm

* Length Availability 8ft (94”) - 10ft (118”)
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Diffuser Lens;
Frosted

Accessories;

535 / Pendant

%]
—

275"

Tomm

I F =
Slim Suspended LED Channel

Height: 2.75” / 70.00mm
Width: 1.38” / 35.00mm

LED Strips Up to: 1.30” / 33.00mm

- Plastic / Metal End Caps

- Flat Surface Bracket
- Suspension Kit

Frosted

Accessories;

- Suspension Kit

Diffuser Lens;

- Plastic / Metal End Caps
- Flat Surface Bracket

560 / Pendant

50.00mm
197"
]

79.90mm|
344"

XTE XI7

Suspended LED Channel

Height: 3.14” / 79.90mm
Width: 1.97” / 50.00mm

LED Strips Up to: 1.80” / 45.50mm

550 / Pendant

2.68”

Up&Down Suspended LED Channel

Height: 3.35” / 85.00mm
Width: 2.68” / 68.00mm

LED Strips Up to: 2.32” / 59.00mm

Diffuser Lens;
Frosted

Accessories;

- Plastic / Metal End Caps
- Flat Surface Bracket

- Suspension Kit

@

Diffuser Lens Options;

Frosted, Frosted Stripped

Clear, Clear Stripped

Accessories;

531 / Pendant

3.83”
= 97.20mm -
i
1.877
47.50mm

1.57"
— 40mm —

1

Oval Suspended LED Channel

Height: 1.87” / 47.50mm
Width: 3.83” / 97.20mm

LED Strips Up to: 1.57” / 40.00mm

- Plastic / Metal End Caps

- Flat Surface Bracket
- Suspension Kit

- Adjustable Mounting Brackets

Accessories;

- Suspension Kit

- Plastic / Metal End Caps
- Flat Surface Bracket

532 / Pendant

4.62”
- 117.00mm -
i e
1.87"
47.40mm
'

Oval Suspended LED Channel

e

Height: 1.87” / 47.40mm
Width: 4.62” / 117.00mm

LED Strips Up to: 2.54” / 64.60mm| .

Diffuser Lens Options;
Frosted, Frosted Stripped
Clear, Clear Stripped

- Adjustable Mounting Brackets

Two-Side Suspended LED Channel

Height: 1.79” / 45.50mm
Width: 4.62” / 120.40mm

LED Strips Up to: 0.63” / 16.00mm

Diffuser Lens;
Frosted

Accessories;

- Plastic / Metal End Caps
- Flat Surface Bracket

- Suspension Kit

Body Color Options;
Black or Grey Body

Accessories;
- Plastic End Caps
- Flat Surface Bracket

‘ \ /
\
- ey

LED Etange / Tri-Proof

Ve N
\ 67.50mm /71.00mm
\L: 2.65”

2.80"

Polycarbonate LED Etange

Height: 2.80” / 71.00mm
Width: 1.75” / 44.50mm

LED Strips Up to: 2.32” / 59.00mm

N

N

Diffuser Lens
Frosted Arc

Accessories;
- End Caps

- Suspension Kit

tions;

- Flat Surface Bracket

540 / Tri-Proof

Suspended Etange LED émf\annel

Height (w/Diffuser): 2.60” / 66.00mm
Width: 2.13” / 54.00mm

LED Strips Up to: 1.67” / 42.60mm

N

931 / Closet Rod

Closet Rod LED Channel

Height: 1.10” / 28.00mm
Width: 0.59” / 15.00mm

LED Strips Up to: 0.39” / 10.00mm

Diffuser Lens Options;
Clear

Accessories;
- Closet Rod Mounting Accessories

976 / Bendable

0.18” | |

(5Gmm) -
0.78”
(20mm)

Diffuser Len:
Frosted / Clear

968 / Surface
|-—<95'u?mm,>’—»|

tions;

969 / Bendable

0.96”
018571 77 (24.4mm)" ¢
(4.7mm) I E

* Length Availability 8ft (94”) - 10ft (118”)
All products are Stocked and Shipped from Los Angeles, CA.
All orders are Shipped on the Same or Next Business Day with FedEx / UPS. Will Call Pick-Up Available.

7751 Alabama Ave. Ste13 Canoga Park, CA 91304

www.alberko.com / Ph. +1 (818) 436 2253 / sales@alberko.com
© 2024 Alberko, Inc. All Rights Reserved.
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